




 

 

 



  

 

 

Tree removal 

Permission is granted for the removal of the following trees: 

Tree No. 

 

Tree species  Number of trees Location 

T5 Callistemon viminalis 

(Weeping Bottlebrush) 

1 Street tree located on 

Bareena Street 



  

frontage  

T6  Callistemon viminalis 

(Weeping Bottlebrush) 

1 Located within the 

property boundary at 

the front of the existing 

dwelling  

 
No Permission is granted for the removal of any other trees on site. T4 Street Tree must be protected 

during the removal of T5. Roots larger than 40mm originating from removed tree (T5) must remain to 

ensure minimum root zone disturbances of T4. Project Arborist to be present for T5 removal. 

General Tree Removal Requirements 

All tree removal must be carried out by a certified Tree Surgeon or Arborist to ensure that removal is 

undertaken in a safe manner and complies with the AS 4373-2007 – Pruning of Amenity Trees and 

Amenity Tree Industry Code of Practice (Safework NSW, August 1998). 

Tree Replacement 

Tree 5 permitted to be removed by this consent must be replaced with 1 x Lophostemon Confertus 

(Brush Box). This tree is to be planted in the vacant position between T2 -Lophostemon Confertus (Brush 

Box), and the existing Oleander spp. shrub on the nature strip of 36 Bareena Street Strathfield, in Ada 

Avenue, Strathfield.  

The replacement tree must be in a minimum 100 litre container size. Trees are to conform to the 

NATSPEC guide and Guide for assessing the quality of and purchasing of landscape trees by Ross Clarke, 

2003. Trees must be true to type, healthy and vigorous at time of delivery and planting, must be pest and 

disease free, free from injury and wounds and self-supporting; and must be maintained until maturity.  

The tree to be planted with 3 stakes and 3 Hessian ties. Ties must be hessian and fixed firmly to the 

stakes, one tie at half the height of the main stem, others as necessary to stabilise the plant. 

Weekly watering and maintenance of the new street tree and three canopy trees to be planted on the 

site are to occur for a minimum of 12 months, to ensure longevity. Should the new street tree or 

canopy trees die within the 12-month period, a new street tree or canopy trees is to be planted, with 

the same conditions and maintenance period.  

Trees within lawn areas or street verges must have Tree Guard bark protectors installed around the base 

of trunks to protect from damage by trimmers and mowers. 

Root deflection barriers having a minimum depth of 600mm are to be installed adjacent to all footpaths 

and driveways. 

Soil conditioner, fertilizer, and moisture retention additives must be applied in accordance with 

manufacturer’s recommendations, and mixed into the backfilling soil after planting tree/s. 

A minimum 75mm depth of organic mulch must be placed within an area 0.5m from the base of the tree. 

Details demonstrating compliance must be demonstrated to the Principal Certifier, prior to the issue of 

any Occupation Certificate. 



  


